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Wire Wound SMD Power Inductors — FHD Series
Operating temperature range : -40C~+1257C
(Including self-heating) . -

B FEATURES

e Fe base metal material core provides large saturation current

e Metallization on ferrite core results in excellent shock resistance and damage-free durability
e Closed magnetic circuit design reduces leakage flux and Electro Magnetic Interference (EMI)
e Low DCR decreases power loss, small and slim take up less PCB real estate

e Automatic production ensures high quality and consistency
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B APPLICATIONS

e Smart phone, set top box, VR, AR

e Notebooks, desktop computers, servers

e Portable gaming devices, personal navigation systems, personal multimedia devices
e SSD, Bluetooth, Wi-Fi module

o NB-IOT, Bluetooth headset, Smart speakers
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I PRODUCT IDENTIFICATION

FHD 201610 S -1R0 M T
@ @ ® ® 6 6

® Type @ External Dimensions (LxWxH) [mm]
FHD | Wire Wound SMD Power Inductor 201610 2.0x1.6x1.0
252010 2.5x2.0x1.0
® Feature Type 252012 2 5x2 0x1.2
S | S Type 3012 3.0x3.0x1.2
3020 3.0x3.0%2.0
@ Nominal Inductance 4012 4 0%4.0x1.2
Example Nominal Value 4020 4.0x4.0%x2.0
R47 0.47uH
1RO 1.0uH
® Inductance Tolerance
® Packing M £20%
T Tape & Reel N +30%
Specifications subject to change without notice. Please check our website for latest informations. o e
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I SHAPE AND DIMENSIONS
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Unit: mm
Series Shape A B C D E F aTyp. | bTyp. | cTyp.
FHD201610 Fig.1 2.0+0.2 1.6+0.2 [ 1.08 Max.| 1.5+0.2 0.6+0.2 0.8+0.2 0.7 0.7 1.7
FHD252010 Fig.1 2.5+0.2 2.0+£0.2 [ 1.05Max.| 1.65+0.2 | 0.8+0.2 0.8+0.2 0.8 0.85 2.0
FHD252012 Fig.1 2.5+0.2 2.0+£0.2 [ 1.26 Max.| 1.65+0.2 | 0.8+0.2 0.8+0.2 0.8 0.85 2.0
FHD3012 Fig.2 3.0£0.2 3.0£0.2 | 1.2Max. | 2.6%£0.2 | 0.75+0.2 | 1.5+0.2 1.5 0.80 3.2
FHD3020 Fig.2 3.0+0.2 3.0£0.2 | 2.0Max. | 2.6x0.2 | 0.75+0.2 | 1.5+0.2 1.5 0.80 3.2
FHD4012 Fig.2 4.0+0.2 4.0¢0.2 | 1.2Max. | 3.1%0.2 | 0.95+0.2 | 2.1+0.2 1.9 1.10 3.7
FHD4020 Fig.2 4.0+0.2 4.0£0.2 | 2.0Max. | 3.1£0.2 | 0.95+0.2 | 2.1+0.2 1.9 1.10 3.7
R Specifications subject to change without notice. Please check our website for latest informations.
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B sPECIFICATIONS
FHD201610S Series
DC Saturation Heat Rating
Inductance .
Part Number Resistance Current Current

1MHz/1V Max. Typ. Max. Typ. Max. Typ.

Units uH Q Q A A A A

Symbol L DCR Isat Irms
FHD201610S-R24MT 0.24+20% 0.040 0.033 4.50 5.50 3.00 3.45
FHD201610S-R33MT 0.33+20% 0.049 0.041 4.40 5.20 2.70 3.10
FHD201610S-R47MT 0.47+20% 0.049 0.041 4.06 4.70 2.70 3.10
FHD201610S-R56MT 0.56+20% 0.053 0.043 3.80 4.50 2.60 2.80
FHD201610S-R68MT 0.68+20% 0.065 0.057 3.50 4.00 2.50 2.80
FHD201610S-1ROMT 1.0£20% 0.095 0.078 3.30 3.80 2.00 2.30
FHD201610S-1R5MT 1.5+20% 0.130 0.110 1.95 2.30 1.70 2.00
FHD201610S-2R2MT 2.2+20% 0.180 0.160 1.90 2.15 1.40 1.60
FHD201610S-3R3MT 3.3x20% 0.307 0.245 1.40 1.60 1.10 1.30
FHD201610S-4R7MT 4.7£20% 0.425 0.370 1.10 1.40 0.90 1.00
FHD201610S-6R8MT 6.8+20% 0.620 0.500 0.95 1.10 0.70 0.82
FHD201610S-8R2MT 8.2+20% 0.870 0.670 0.86 1.00 0.66 0.76
FHD201610S-100MT 10£20% 0.875 0.700 0.80 0.95 0.60 0.70
FHD252010S Series
DC Saturation Heat Rating
Inductance .
Part Number Resistance Current Current

1MHz/1V Max. Typ. Max. Typ. Max. Typ.

Units uH Q Q A A A A

Symbol L DCR Isat Irms
FHD252010S-R24MT 0.24+20% 0.033 0.025 6.10 7.10 3.70 4.50
FHD252010S-R33MT 0.33+20% 0.039 0.033 4.80 5.50 3.50 4.05
FHD252010S-R47MT 0.47+20% 0.045 0.040 4.40 5.20 3.20 3.60
FHD252010S-R68MT 0.68+20% 0.059 0.049 3.20 3.60 2.75 3.20
FHD252010S-1ROMT 1.0£20% 0.085 0.071 3.10 3.50 2.20 2.50
FHD252010S-1R5MT 1.5+20% 0.106 0.090 2.60 3.00 2.00 2.30
FHD252010S-2R2MT 2.2+20% 0.155 0.129 1.90 2.20 1.50 1.80
FHD252010S-3R3MT 3.3x20% 0.235 0.196 1.60 1.80 1.20 1.40
FHD252010S-4R7MT 4.7+20% 0.290 0.255 1.30 1.50 1.00 1.10
FHD252010S-6R8MT 6.8+20% 0.480 0.380 1.00 1.15 0.95 1.00
FHD252010S-100MT 10+20% 0.740 0.630 0.90 1.00 0.65 0.75
Specifications subject to change without notice. Please check our website for latest informations. o e
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