I PRODUCT IDENTIFICATION

1. Scope

This specification applies to FTK series of wire wound SMD type power inductors
2. Product Description and Identification (Part Number)

Description

Wire Wound SMD Type Power Inductor, FTKB,XX pHz X% @XXX KHz/XXXV, XXX Q, XXXm A.

I PRODUCTIDENTIFICATION
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® Type Configuration
FTK Wire Wound SMD Type Power B | B Type Base
Inductors (With Metallic Base)
@ Nominal Inductance
® External Dimensions (L X H) (mm) Example Nominal Value
0602~1207 1RO 1.0pH
100 10pH
® Inductance Tolerance 101 100pH
M +20% ®
Packin
N £30% =g
T Tape Carrier Package

I ELECTRICAL CHARACTERISTICS

(1) Operating and storage temperature range (individual chip without packing): -40°C to +105°C
(2) Storage temperature range (packaging conditions): -10°C~+40°C and RH 70% (Max.)

I SHAPE AND DIMENSIONS

(1) Dimensions and recommended PCB pattern for reflow soldering: See Fig.4-1, Fig.4-2 and Table 4-1.
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I SHAPE AND DIMENSIONS
[Table 4-1] Unit: mm

Series A max. B max. C max. I typ. Jtyp. H typ.
FTKB0602 7.00 6.80 3.0 1.4 4.6 1.9
FTKB0604 7.00 6.80 5.0 1.4 4.6 1.9
FTKB0703 7.80 7.80 4.0 1.6 4.8 2.2
FTKB0704 7.80 7.80 5.0 1.6 4.8 2.2
FTKB1004 10.5 10.5 5.0 2.0 6.8 4.4
FTKB1204 12.5 12.5 5.0 2.9 7.0 5.4
FTKB1205 12.5 12.5 6.0 2.9 7.0 5.4
FTKB1207 12.5 12.5 8.0 2.9 7.0 5.4
(2) Structure and Components: See Table 4-2

[Table 4-2]
A B c

Symbol Components Material '/—/

A MARK Ink + 8 A P

B DRUM CORE Ferrite ; NI E

C WIRE Polyurethane copper wire i /

D RING CORE Ferrite i e F

E GLUE Epoxy resin | ,:f/ b

F ELECTRODE Copper plated with Sn i

B sPEcCIFICATIONS

FTKB0602 TYPE

Part Number Inductance L Test Condition Max. DC Resistance Max. Rated Current

Units puH Hz, V Q A
Symbol L - DCR Ir
FTKB0602-3R3NT 3.3+30% 100k, 0.3V 0.068 1.94
FTKB0602-4R7NT 4.7+30% 100k, 0.3V 0.080 1.63
FTKB0602-5R6NT 5.6+30% 100k, 0.3V 0.096 1.40
FTKB0602-100MT 10+20% 1k, 0.3V 0.150 1.10
FTKB0602-120MT 12+20% 1k, 0.3V 0.200 1.00
FTKB0602-150MT 15+20% 1k, 0.3V 0.230 0.90
FTKB0602-180MT 18+20% 1k, 0.3V 0.270 0.80
FTKB0602-220MT 22+20% 1k, 0.3V 0.340 0.74
FTKB0602-270MT 27+20% 1k, 0.3V 0.380 0.66
FTKB0602-330MT 33+20% 1k, 0.3V 0.450 0.59
FTKB0602-390MT 39+20% 1k, 0.3V 0.490 0.54
FTKB0602-470MT 47+20% 1k, 0.3V 0.690 0.50
FTKB0602-560MT 56+20% 1k, 0.3V 0.780 0.46
FTKB0602-680MT 68+20% 1k, 0.3V 1.070 0.42
FTKB0602-820MT 82+20% 1k, 0.3V 1.210 0.38
FTKB0602-101MT 100+20% 1k, 0.3V 1.390 0.34
FTKB0602-121MT 120+20% 1k, 0.3V 1.900 0.31
FTKB0602-151MT 150+£20% 1k, 0.3V 2.180 0.28
FTKB0602-181MT 180+20% 1k, 0.3V 2.770 0.26
FTKB0602-221MT 220+20% 1k, 0.3V 3.120 0.23
FTKB0602-271MT 270+20% 1k, 0.3V 4.380 0.22
FTKB0602-331MT 330£20% 1k, 0.3V 4.940 0.19
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