Wire Wound SMD Power Inductors - FNRH Series
Operating Temp. : -40°C~+125°C
(including Self-heating)

FEATURES

e Magnetic-resin shielded construction reduces buzz noise to ultra-low levels

e Metallization on ferrite core results in excellent shock resistance and damage-free durability
e Closed magnetic circuit design reduces leakage flux and Electro Magnetic Interference (EMI)
e Takes up less PCB real estate and save more power

® 30% lower DCR than FNR series and larger current
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APPLICATIONS

e Smart phone

e Blue -ray disc recorders, set top box

e Notebooks, desktop computers, servers

e Portable gaming devices, personal navigation systems, personal multimedia devices
e SSD, Bluetooth, Wi-Fi module

e NB-IOT, Bluetooth headset, Smart speakers
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I PRODUCT IDENTIFICATION

FNRH 201610 S -2R2 M T
@ @ © ® 6 6

©) Type @ External Dimensions (LxWxH) [mm]
FNRH Wire Wound SMD Power Inductor 201610 2.0x1.6x1.0
252010 2.5%x2.0%x1.0
® Material Code
252012 2.5%x2.0%x1.2
S S Type
® Inductance Tolerance @ Nominal Inductance
M £20% Example Nominal Value
N +30% 1RO 1.0pH
2R2 2.2uH
® Packing
100 10pH
T Tape & Reel

I SHAPE AND DIMENSIONS
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Series Shape A B © D E F H Typ. | Typ. G Typ.
FNRH201610 Fig.1 2.0+0.2 1.6+£0.2 | 1.05Max.| 1.2+0.2 | 0.60+0.2 | 0.80%0.2 0.70 0.70 1.7
FNRH252010 Fig.1 2.5+0.1 2.0+0.1 | 1.05Max.| 1.5+0.2 | 0.80+0.2 | 0.80+0.2 0.80 0.85 2.0
FNRH252012 Fig.1 2.5#0.1 | 2.0£0.1 | 1.2Max. | 1.5+0.2 | 0.80+0.2 | 0.80+0.2 0.80 0.85 2.0
Specifications subject to change without notice. Please check our website for latest informations. o e

WWWW.CJIANG.TW










